
4 OEM quantities stocked - Visit your local Electronics Distributor

CIRCUIT-TESTCooling Fans

MODEL RATED VOLTAGE FREQUENCY INPUT POWER RATED CURRENT BEARINGS SPEED AIR FLOW MAX. PRESSURE NOISE CONNECTION APPROVAL
VAC Hz W A RPM CFM mmH2O dB

CFA11515055HB 115 60 42 0.54 Ball 3400 230 13.7 53 Wire Leads

CFA23015055HB 230 50/60 46/40 0.28/0.24 Ball 2850/3400 190/230 12.3/13.7 50/53 Wire Leads
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CAPACITOR INDUCTION MOTOR THERMAL PROTECTION

CFA11518090HB

MODEL RATED VOLTAGE FREQUENCY INPUT POWER RATED CURRENT BEARINGS SPEED AIR FLOW MAX. PRESSURE NOISE CONNECTION APPROVAL
VAC Hz W A RPM CFM mmH2O dB

CFA11518090HB 115 60 72 0.63 Ball 3400 460 27 59 Terminals

CFA23018090HB 230 50/60 75/72 0.42/0.31 Ball 2850/3400 390/460 20/27 54/59 Terminals

18
0±

0.
5

103

15
2.

7±
0.

3

90±0.5

ø 5.5±0.2x8

6

ø 160

58

29

0 50 100 150 200 250 300 350 400 450 500 (CFM)
AIR FLOW

(i
n

 H
2O

)

–  1.1

–  1.0

–  0.9

–  0.8

–  0.7

–  0.6

–  0.5

–  0.4

–  0.3

–  0.2

–  0.1

–  0

(m
m

H
2O

)

ST
A

TI
C

S 
PR

ES
SU

R
E

30

25

20

15

10

5

0

60Hz

50Hz

AC FANS
150 Ø x 55mm (5.9 x 2.2") Plastic Impeller

180 x 180 x 90mm (7.125 x 7.125 x 3.6") Plastic Impeller


