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40 x 40 x 20mm (1.57 x 1.57 x 0.79")
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MODEL RATED VOLTAGE INPUT POWER RATED CURRENT BEARINGS SPEED AIR FLOW MAX. PRESSURE NOISE APPROVAL
w A RPM CFM mmH,0 dB
CFA124020HS 12 1.92 0.16 Sleeve 7000 8.5 5.31 31 @ A
CFA124020MB 12 1.2 0.10 Ball 6000 7.09 3.91 26 @ RN\
CFA124020MS 12 1.2 0.10 Sleeve 6000 7.09 3.91 26 @ N\
CFA244020MS 24 3.12 0.13 Sleeve 6000 7.09 3.91 26 @ W\

50 x 50 x 10mm (1.97 x 1.97 x 0.39")
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AIR FLOW —
MODEL RATED VOLTAGE INPUT POWER RATED CURRENT BEARINGS SPEED AIR FLOW MAX. PRESSURE NOISE APPROVAL
VD! w A RPM CFM mmHZO dB

CFA125010HS 12 1.92 0.16 Sleeve 5500 12.2 2.54 32 @ b3\

CFA125010MS 12 1.20 0.10 Sleeve 4000 8.79 1.46 29 @ A

CIRCUIT-TEST - 100% Canadian owned and operated since 1989




