
20 Custom OEM orders available with low MOQ’s

CIRCUIT-TESTPower Cables & Connectors

North American Power Cables

International Power Cables

POWER CABLES LIGHTER PLUGS & 
CABLES

MODEL DESCRIPTION

310-991
Lighter Plug to 2.1 x 5.5mm Right Angle 
Plug, 6ft, centre positive

310-850
Lighter Jack: Panel Mount, 2 piece 
threaded collar with solder tabs

310-860 Lighter Plug: non-fused, solder terminals

31-8800-10 Lighter Plug: 3A Fused, with LED, Pkg/10

31-8800-10

310-991

310-850

310-860

FUSE HOLDERS

®

®
• Threaded Panel Mount

MODEL STYLE FUSE SIZE

557-810-10 Screw Cap 5 x 20mm

557-820-10 Bayonet Cap 6 x 30mm

557-825-10 Screw Cap 6 x 30mm

557-820-10557-810-10

557-825-10

MODEL PLUG SOCKET CABLE RATINGS

2 CONDUCTOR

138-126 NEMA1-15P 2 Wire Leads 18/2 SPT-2, 6ft 10A/125VAC, 105°C

138-201 NEMA1-15P IEC320-C7 18/2 SPT-2, 6ft 10A/125VAC, 105°C

138-205 NEMA1-15P IEC320-C7 Polarized 18/2 SPT-2, 6ft 10A/125VAC, 105°C

3 CONDUCTOR

138-306 NEMA5-15P Tinned Wire Leads 18/3 SVT, 6ft 10A/125VAC, 105°C

138-306-SJT NEMA5-15P Tinned Wire Leads 18/3 SJT, 6ft 10A/125VAC, 105°C

138-306-WH NEMA5-15P Tinned Wire Leads 18/3 SVT, 6ft, White 10A/125VAC, 105°C

138-330 NEMA5-15P IEC320-C5 18/3 SVT, 6ft 10A/125VAC, 105°C

138-401 NEMA5-15P IEC320-C13 18/3 SVT, 1ft 10A/125VAC, 105°C

138-406 NEMA5-15P IEC320-C13 18/3 SVT, 6ft 10A/125VAC, 105°C

138-406-WH NEMA5-15P IEC320-C13 18/3 SVT, 6ft, White 10A/125VAC, 105°C

138-410-14 NEMA5-15P IEC320-C13 14/3 SJT, 10ft 15A/125VAC, 105°C

138-410-18 NEMA5-15P IEC320-C13 18/3 SVT, 10ft 10A/125VAC, 105°C

138-426 NEMA5-15P IEC320-C13, RA 18/3 SVT, 6ft 10A/125VAC, 105°C

138-506 IEC320-C14 IEC320-C13 18/3 SVT, 6ft 10A/125VAC, 105°C

138-546 NEMA6-15P IEC320-C13 18/3 SJT, 6ft 10A/250VAC, 105°C

MODEL PLUG SOCKET CABLE RATINGS

2 CONDUCTOR

138-211 European CEE 7/16P IEC320-C7 H03VVH2-F, 6ft 2.5A/250VAC, 70°C

3 CONDUCTOR

138-316 SCHUKO CEE7-7 IEC320-C13 H05VV-F, 6ft 10A/250VAC, 70°C

138-332 SCHUKO CEE7-7 IEC320-C5 H05VV-F, 6ft 2.5A/250VAC, 70°C

138-450 UK BS1363 (fused) IEC320-C13 H05VV-F, 6ft 10A/250VAC, 70°C
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