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CIRCUIT-TEST

Clamp Meter - AC, Frequency
• AC/DC Voltage to 600V

• AC Current to 600A

• Frequency to 20KHz

• Resistance to 200KΩ

• Continuity buzzer, Diode check

• 3-1/2 Digit LCD, Maximum Display 1999

• Test leads and Battery included

MODEL DESCRIPTION

DCL-280 Clamp Meter - AC, Frequency

Current Clamp Head - AC, 
CAT III
• Low cost way to extend a DMM

• To use with DMM having 2000mV range (AC)

• Clamp head capacity up to 400A AC,true RMS

• CAT III / 300V

• Test leads included

MODEL DESCRIPTION

DCL-100A Current Clamp Head - AC, CAT III

Multimeters

MULTIMETERS - CLAMP-ON

Clamp Meter - AC/DC, True RMS, 
Autoranging, CAT III
• 6000 Count LCD

• 1.5” (40mm) Large Jaw size

• AC/DC Current to 1000A

• AC Voltage to 600V True RMS

• DC Voltage to 600V

• Resistance to 60M Ohms

• Capacitance to 4000uF

• Temperature to 1400°F

• Frequency to10kHz

• Continuity Buzzer & Diode check

• Non-Contact Voltage Detector

• Test leads, Temperature probe, Battery and Soft 
case included

MODEL DESCRIPTION

DCL-680 Clamp Meter - AC/DC, True RMS, CAT III, Backlight

Clamp Meter - AC/DC, True RMS, 
Autoranging, Compact, CAT III
• 4000 Count LCD

• 1.2” (30mm) Large Jaw size

• AC/DC Current to 400A

• AC Voltage to 600V True RMS

• DC Voltage to 600V

• Resistance to 40M Ohms

• Capacitance to 4000uF

• Temperature to 1400°F

• Frequency to100kHz

• Continuity Buzzer & Diode check

• Non-Contact Voltage Detector

• Test leads, Temperature probe, Battery and Soft 
case included

MODEL DESCRIPTION

DCL-650 Clamp Meter - AC/DC, True RMS, Compact, CAT III, Backlight

Clamp Meter - AC, True RMS, 
Autoranging, CAT III
• 6000 Count LCD

• 1.5” (40mm) Large Jaw size

• AC Current to 1000A

• AC Voltage to 600V True RMS

• DC Voltage to 600V

• Resistance to 60M Ohms

• Capacitance to 4000uF

• Frequency to10kHz

• Temperature to 1400°F

• Continuity Buzzer & Diode check

• Non-Contact Voltage Detector

• Test leads, Temperature probe, Battery and Soft case 
included

MODEL DESCRIPTION

DCL-620 Clamp Meter - AC, True RMS, CAT III, Backlight

Clamp Meter - AC/DC, True RMS, 
Autoranging, CAT II
• 4000 Count LCD

• Autoranging

• AC Voltage to 600V, true RMS

• DC Voltage to 600V

• AC/DC Current to 600A

• Resistance to 400KΩ

• Frequency to 50KHz

• Temperature to 500°F

• Continuity buzzer

• Data Hold

• Auto Power shut off

• Test leads, Temperature probe, Screw-on Alligator 
clips, Battery and Soft case included

MODEL DESCRIPTION

DCL-420 Clamp Meter - AC/DC, True RMS, CAT II


