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Wire Management
Crimp Connectors

Bullet

Popular connector for 
use in car stereo instal-
lations or where an easy permanent or 
non-permanent hookup is required. 

MODEL WIRE SIZE TAB SIZE
CO-

LOUR
PKG 
QTY

Female

1168-L 22-16 AWG 0.157" Red 50
1268-C 16-14 AWG 0.157" Blue 100
1368-C 12-10 AWG 0.195" Yellow 100
male

1758-C 22-16 AWG 0.157" Red 100
1858-C 16-14 AWG 0.157" Blue 100
1958-C 12-10 AWG 0.195" Yellow 100

Butt

Crimpable connectors 
to join 2 wires. Both types of 
connectors (insulated and non-insulated) 
have a butted seam. Flared vinyl tubing 
on the insulated types. Packages of 100.

MODEL WIRE SIZE COLOUR

Insulated

1700-C 22-16 AWG Red
1800-C 16-14 AWG Blue
1900-C 12-10 AWG Yellow
non-Insulated

2300-C 22-16 AWG n/a
2400-C 16-14 AWG n/a
2500-C 12-10 AWG n/a

Closed End

Crimp-type nylon 
insulated closed end 
wire connectors. A fast 
and simple solution to 
connecting wires using a 
basic crimp tool (CT-310).

MODEL WIRE SIZE PKG QTY

105-122-100 22-16 AWG 100
105-122-1000 22-16 AWG 1000
105-116-100 16-14 AWG 100
105-116-1000 16-14 AWG 1000
1366-C 12-10 AWG 100

Quick Connectors

Composed of a receptacle and a mating 
tab. Easily plugged together and sepa-
rated. Used both inline (e.g. car stereo) 
and on fuse blocks.
  

Packages of 100

MODEL WIRE SIZE TAB SIZE COLOUR

Fully Insulated Female

1765-C 22-16 AWG 0.250" Red
1865-C 16-14 AWG 0.250" Blue
1965-C 12-10 AWG 0.250" Yellow
Fully Insulated male

1764-C 22-16 AWG 0.250" Red
1864-C 16-14 AWG 0.250" Blue
1964-C 12-10 AWG 0.250" Yellow

Packages of 100

MODEL WIRE SIZE TAB SIZE COLOUR

Insulated Female

1751-C 22-16 AWG 0.187" Red
1755-C 22-16 AWG 0.250" Red
1849-C 16-14 AWG 0.110" Blue
1851-C 16-14 AWG 0.187" Blue
1855-C 16-14 AWG 0.250" Blue
1955-C 12-10 AWG 0.250" Yellow
Insulated male

1752-C 22-16 AWG 0.187" Red
1756-C 22-16 AWG 0.250" Red
1850-C 16-14 AWG 0.110" Blue
1852-C 16-14 AWG 0.187" Blue
1856-C 16-14 AWG 0.250" Blue
1956-C 12-10 AWG 0.250" Yellow

Spade

  

The forked tongue con-
nector permits convenient assembly / 
disassembly without complete removal 
of the terminal screw. Packages of 100.

MODEL WIRE SIZE HOLE SIZE COLOUR

1723-C 22-16 AWG #6 Red
1723N-C 22-16 AWG #6 Narrow Red
1724-C 22-16 AWG #8 Red
1725-C 22-16 AWG #10 Red
1823-C 16-14 AWG #6 Blue
1824-C 16-14 AWG #8 Blue
1825-C 16-14 AWG #10 Blue
1923-C 12-10 AWG #6 Yellow
1924-C 12-10 AWG #8 Yellow
1925-C 12-10 AWG #10 Yellow

Taps

  

Tap in SpliCE
Easy method of attaching a third wire 
to an existing wire without cutting the 
hot wire. Simply insert hot line and tap, 
crimp metal clip and snap over cover. 
No cutting or stripping required.

MODEL WIRE SIZE COLOUR PKG QTY

1560-C 18-14 AWG Blue 100
1562-C 12-10 AWG Yellow 100

  

T-Tap QuiCk SlidE
T-Tap Quick Slide makes mid-span 
connections without stripping insulation. 
Disconnectable tap legs simplifies hook-
up and enhances flexibility. Fully insu-
lated flag quick-slide mates with most 
0.250 male blades. Installs with pliers.

MODEL WIRE SIZE COLOUR PKG QTY

1557-C 12-10 AWG Yellow 100

1965-C

1751-C

1964-C

1752-C

Ring

  

Vinyl-insulated flared ring terminal with 
butted seam. Packages of 100.

MODEL WIRE SIZE HOLE SIZE COLOUR

1702-C 22-16 AWG #4 Red
1703-C 22-16 AWG #6 Red
1704-C 22-16 AWG #8 Red
1705-C 22-16 AWG #10 Red
1706-C 22-16 AWG 1/4" Red
1803-C 16-14 AWG #6 Blue
1804-C 16-14 AWG #8 Blue
1805-C 16-14 AWG #10 Blue
1806-C 16-14 AWG 1/4" Blue
1808-C 16-14 AWG 5/16" Blue
1809-C 16-14 AWG 3/8" Blue
1905-C 12-10 AWG #10 Yellow


