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Wire Management
Twist On Connectors • Multipin Connectors

Molex Connectors

®

   
MODEL PINS SETS

0.062" dIameter

1625-1PRT 1 5
1625-2PRT 2 3
1625-3PRT 3 3
1625-4PRT 4 2
1625-6PRT 6 2
1625-9PRT 9 1
1625-12PRT 12 1
1625-24PRT 24 1
1772-36PRT 36 1
0.093" dIameter

1619PRT 1 5
1545PRT 2 3
1396PRT 3 3
1490PRT 4 2
1261PRT 6 2
1292PRT 9 1
1360PRT 12 1
1375PRT 15 1

MODEL DESCRIPTION

PIns

37-900-100 0.062" Male contact, Pkg/100
37-910-100 0.062" Female contact, Pkg/100
37-930-100 0.093" Male contact, Pkg/100
37-940-100 0.093" Female contact, Pkg/100

MODEL DESCRIPTION

HT-2285 Pin Extraction Tool - 0.062"

HT-2023 Pin Extraction Tool - 0.062" 
Economy

HT-2038 Pin Extraction Tool - 0.093"

HT-2054 Pin Extraction Tool - 0.093" 
Economy

HT-1921 Crimp Tool - 0.062"
HT-1919 Crimp Tool - 0.093"
YAC-4 D-SUB Contact Crimp Tool

Multi-pin Crimp & Extraction 
Tools

HT-2285

HT-1921

WM72

MODEL DESCRIPTION

WM50 0.093" Diameter Designer kit
WM72 0.062" Diameter Designer kit

Molex kits

WM50

anderson power Connectors

Jones plugs

MODEL DESCRIPTION

aB-P serIes (ChassIs mount)

S302AB-P 2 Pin Chassis Jack
S303AB-P 3 Pin Chassis Jack
S304AB-P 4 Pin Chassis Jack
S306AB-P 6 Pin Chassis Jack
CCt-P serIes (InlIne JaCk)

S302CCT-P 2 Pin Inline Jack
S304CCT-P 4 Pin Inline Jack
S306CCT-P 6 Pin Inline Jack
CCt-P serIes (InlIne Plug)

P302CCT-P 2 Pin Plug with Cable Clamp
P303CCT-P 3 Pin Plug with Cable Clamp
P304CCT-P 4 Pin Plug with Cable Clamp
P306CCT-P 6 Pin Plug with Cable Clamp

S306AB-P S306CCT-P P304CCT-P

Wire Connectors - Twist On

  

Twist on connec-
tors with tapered 
spring inserts for 
electrical or electronic applications.

MODEL WIRE SIZE COLOUR PKG QTY

1601-L 22-16 AWG Grey 50
1603-L 22-14 AWG Orange 50
1602-L 22-14 AWG Blue 50
1604-L 18-12 AWG Yellow 50

pOWERpOlE HOuSingS
Housing with stainless steel spring 
ensures that contacts maintain constant 
pressure for minimal resistance to high 
current. Crimp contacts sold separately. 
Flammability rating UL94 V-0, current 
rating to 15A. Packages of 5.

MODEL COLOUR

1327G6 Black
1327 Red

1327G6 1327

NEWNEW

plug and SOCkET 
COnnECTORS
Powerpole Pak connectors are secure 
latching, corrosion-resistant and high-
impact. Flat wiping contact system 
cleans contacts on every connect-
disconnect. Contacts are crimpable, 
tin-plated copper, rated to 600V, 15A. 
Includes 1 socket, clamp hardware, 
housings and contacts as per the num-
ber shown in table.

MODEL
NO. OF 

CONTACTS
WIRE SIZE

1452G3 4 12-16 AWG
1453G3 6 12-16 AWG
1454G3 8 12-16 AWG

1453G3NEWNEW

COnTaCT CRiMpS
PowerPole crimp contact in packages of 
10. Tin-plated copper, rated to 15A.

MODEL WIRE SIZE

1331 16-20 AWG
1332 12-16 AWG

1332 1331

NEWNEW


