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Flap duCT
•	Co-extruded	mold	with	PVC	hinge	for	long	life
•	Paintable,	fire	retardant	PVC
•	Dimensions	(HxWxL):	3/8	x	5/8	x	72"
Has a hinged cover for easy access, and an adhesive strip on 
one side. Will conceal 2 RG59U or 4 quad alarm / telephone 
cables.

MODEL LENGTH COLOUR

D300W 6ft White

VEE duCT
•	Can	be	nailed,	screwed	or	glued	in	place
•	Adapted	triangular	cross-section	for	large	cable	capacity
•	Paintable	fire-retardant	PVC
•	Dimensions	(HxWxL):	3/4	x	1-1/4	x	72"
Two-piece design with removable snap-out cover. Easily mi-
tred corners; great for baseboard runs and corners.

MODEL LENGTH COLOUR

D400W 6ft White

dOnald duCT
•	Adhesive	on	one	side
•	Easily	mitred	for	inside	or	outside	corners
•	Paintable,	fire-retardant	PVC
•	Dimensions	(HxWxL):	5/16	x	7/16	x	72"
Great for alarm, sound or video wiring. Low profile, with a 
1/4-round shape; will conceal 2 or 3 telephone or alarm cables.

MODEL LENGTH COLOUR

D200W 6ft White

D200W

D300W D400W

Wire Management
Audio Cable • Speaker Wire • Ducting

FlOOR duCT
•	Conceals	2-3	cables
•	Low	profile	for	safer	stepping
•	Ribbed	back	resists	slipping
•	Double-sided	adhesive	tape	included
•	Dimensions	(HxWxL):	7/16"	x	2-1/2"	x	5'
Quality protection for cords, cables and computer wiring. Use 
on carpet and all other flooring. Comes with slit back for easy 
installation of cables and wiring.

MODEL LENGTH COLOUR

D500/5-C-BEIGE 5ft Beige
D500/25-BEIGE 25ft Beige
D500/25-GREY 25ft Grey

Wire ducting Materialaudio Cable

guiTaR CaBlE
A specially designed cable for guitar, bass or keyboard. Con-
nect to amps, mixers, effects pedals and outboard signal pro-
cessing gear. Made with oxygen-free copper (18AWG strands) 
for low capacitance and low series resistance. Features a 
bright, ringing sound and reduced microphonic handling noise. 
Stays flexible even in sub-zero weather. Sold by the foot.

MODEL COLOUR

CA-GS-6-BLK Black
CA-GS-6-BLUE Blue

MiCROpHOnE CaBlE
Standard diameter 2-conductor microphone cable for general 
purpose audio applications. The high density braided copper 
shield and two inner conductors (composed of 60 thin strands 
of copper wire), allow for maximum flexibility and reduced 
handling noise. A special compound PVC outer jacket resists 
cracking and tears even in sub-zero environments. Sold by the 
foot.

MODEL COLOUR

CA-L-2T2S-BLK Black
CA-L-2T2S-BLU Blue

STaR Quad MiCROpHOnE 
CaBlE
The premier Star Quad cable for all hand held microphone 
applications. Flexible, satin smooth to the touch and extra-
strong, this standard diameter, 21 AWG cable fits perfectly in 
all XLR-type audio connectors. 40 separate strands in each 
conductor eliminate breakage due to flexing. Sold by the foot.

MODEL COLOUR

CA-L-4E6S-BLK Black

Ideal for speaker cabling, communications and signal control 
systems. Features flexible insulated copper conductors inside 
a clear jacket. Not for in wall use. Sold by the foot.

MODEL WIRE SIZE COLOUR

SP-8 8 AWG Clear
SP-10 10 AWG Clear
SP-12 12 AWG Clear
SP-14 14 AWG Clear
SP-16 16 AWG Clear
SP-18 18 AWG Clear

Speaker Wire


